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(3) Maintain all necessary records 
you have used to demonstrate compli-
ance with this subpart in accordance 
with § 63.7191. 

[68 FR 27925, May 22, 2003, as amended at 71 
FR 20467, Apr. 20, 2006] 

§ 63.7186 By what date must I conduct 
performance tests or other initial 
compliance demonstrations? 

For each process vent or storage 
tank vent emission limitation in 
§ 63.7184 for which initial compliance is 
demonstrated by meeting a percent by 
weight HAP emissions reduction, or a 
HAP concentration limitation, you 
must conduct performance tests or an 
initial compliance demonstration with-
in 180 days after the compliance date 
that is specified for your source in 
§ 63.7183 and according to the provisions 
in § 63.7(a)(2). 

§ 63.7187 What performance tests and 
other compliance procedures must I 
use? 

(a) You must conduct each perform-
ance test in Table 1 to this subpart 
that applies to you as specified for 
process vents in § 63.982(a)(2) and stor-
age tanks in § 63.982(a)(1). Performance 
tests must be conducted under max-
imum operating conditions or HAP 
emissions potential. Section 63.982(a)(1) 
and (2) only includes methods to meas-
ure the total organic regulated mate-
rial or total organic carbon (TOC) con-
centration. The EPA Methods 26 and 
26A are included in Table 1 to this sub-
part in addition to the test methods 
contained within § 63.982(a)(1) and (2). 
The EPA Method 26 or 26A must be 
used for testing regulated material 
containing inorganic HAP. Method 320 
of 40 CFR part 63, appendix A, must be 
used to measure total vapor phase or-
ganic and inorganic HAP concentra-
tions. 

(b) If, without the use of a control de-
vice, your process vent stream has an 
organic HAP concentration of 20 ppmv 
or less or an inorganic HAP concentra-
tion of 0.42 ppmv or less, or your stor-
age tank vent stream has an inorganic 
HAP concentration of 0.42 ppmv or less, 
you may demonstrate that the vent 
stream is compliant by engineering as-
sessments and calculations or by con-
ducting the applicable performance 

test requirements specified in Table 1 
to this subpart. Your engineering as-
sessments and calculations, as with 
performance tests (as specified in 
§ 63.982(a)(1) and (2)), must represent 
your maximum operating conditions or 
HAP emissions potential and must be 
approved by the Administrator. You 
must demonstrate continuous compli-
ance by certifying that your operations 
will not exceed the maximum oper-
ating conditions or HAP emissions po-
tential represented by your engineer-
ing assessments, calculations, or per-
formance test. 

(c) If you are using a control device 
to comply with the emission limita-
tions in § 63.7184 and the inlet con-
centration of HAP to the control de-
vice is 20 ppmv or less, then you may 
demonstrate that the control device 
meets the percent by weight HAP emis-
sion reduction limitation in 
§ 63.7184(c)(1) or (d)(1) by conducting a 
design evaluation as specified in para-
graph (i) of this section. Your design 
evaluation must represent your max-
imum operating conditions or HAP 
emissions potential and must be ap-
proved by the Administrator. You must 
demonstrate continuous compliance by 
certifying that your operations will 
not exceed the maximum operating 
conditions or HAP emissions potential 
represented by your design evaluation. 

(d) [Reserved] 
(e) For each monitoring system re-

quired in this section, you must de-
velop and submit for approval a site- 
specific monitoring plan that addresses 
the criteria specified in paragraphs 
(e)(1) through (3) of this section. 

(1) Installation of the continuous 
monitoring system (CMS) sampling 
probe or other interface at a measure-
ment location relative to each affected 
process unit such that the measure-
ment is representative of control of the 
exhaust emissions (e.g., on or down-
stream of the last control device); 

(2) Performance and equipment speci-
fications for the sample interface, the 
pollutant concentration or parametric 
signal analyzer, and the data collection 
and reduction system; and 

(3) Performance evaluation proce-
dures and acceptance criteria (e.g., 
calibrations). 
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